
MGP ACCESSORIES

TREE/LUMI
ANCHOR

TYPE I



Please read all instructions carefully before assembling and using this 
product. Keep this guide for future reference.

*NOTE: Surface type mounting screws are not included.  
Use mounting screws that are compatible with your surface.

INSTALLATION GUIDE
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Check that all hardware and components are provided before you start assembly. 

ANCHOR
TYPE I

COMPONENT

(3) Anchor – Type I

HARDWARE

(6) Screws   
#8 x 5/8"

REQUIRED TOOL

Phillips Head Screwdriver
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ASSEMBLY STEP ONE

Insert anchors into 3 of 
tree’s glides.

ASSEMBLY STEP TWO

 (6) Screws 
             #8 x 5/8"

ASSEMBLY STEP THREE

*See NOTE: (3) Surface 
Mounting Screws Needed

Fasten anchor to the 
ground.  

 

ANCHOR
TYPE I

Fasten screws into the 
tree’s base with the 
provided screws.

 (3) Anchor I 
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For care and cleaning instructions, refer to the Tropitone® Care, 
Maintenance, Safety & Warranty Information guide included 
which is available at www.tropitone.com/warranty.

assistance while assembling your MGP Accessories, please call 
Tropitone’s Customer Service Center at 949.951.2010.

CARE INSTRUCTIONS

CUSTOMER SERVICE


